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RoADway  EOP e
SHOULDER GRADED FOR TYPE 12
ANCHORAGE (NON-FLARED)

e g

SHOULDER GRADED FOR GUARDRAIL
AND TYPE | ANCHORAGE

s 2o .
TO FACE OF GUARDRAIL

165 LBS/SY 12.5 MM SUPERPAVE
220 LBS/SY 19.0 MM SUPERPAVE

TYPICAL SHOULDER
DETAIL FOR GUARDRAIL

ASPHALT PAVEMENT
SEE PLAN FOR LOCATIONS

4:10R FLATTER
DESIRABLE BEHIND
TYPE 12 ANCHOR

= 3'WHEN, USING DOUBLE THE POSTS
AT Yo~ STANDARD SPACING

RoADWAY ~ EOP
5 FROM FACE STANDARD GROUND-MOUNTED
FouAnoRAL: /— SOUND BARRIER

- TYPE | CONC. HEADER CURB
DOWEL WITH *3 BARS e 10’ SPACING

OR 4" ASPHALT CURB
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4'NO. 57 STONE WITH FILTER FABRIC

6" PERFORATED UNDERDRAIN AT SAG LOCATIONS ONLY
AND FOR THE DISTANCE BETWEEN FLANKING STRUCTURES.
TIE INTO PROPOSED DRAINAGE SYSTEM

SHOULDER DETAIL FOR
SOUND BARRIER BEHIND GUARDRAIL

165 LBS/SY 12.5 MM SUPERPAVE
220 LBS/SY 19.0 MM SUPERPAVE

TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH
TWO INCHES OR MORE OF ASPHALTIC CONCRETE

PAVEMENT REINFORCEMENT FABRIC 18' WIDE, CENTERED ON JOINT

STAGGER VERTICAL JOINT ONE
SURFACE MIX

FOOT THIS LAYER
/—ASPHALTIC CONCRETE 19 MM SUPERPAVE
ASPHALTIC CONCRETE 25 MM SUPERPAVE
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TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH
LESS THAN TWO INCHES OF ASPHALTIC CONCRETE

PAVEMENT REINFORCEMENT FABRIC 18" WIDE

SURFACE MIX
-ASPHALTIC CONCRETE 19 MM SUPERPAVE
/— /—ASPHALTIC CONCRETE, 25 MM SUPERPAVE
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CENTERED
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MILL EXISTING LANE ONE FOOT WIDE

TO DEPTH OF ADJOINING LAYER TO

BE PLACED. COST OF MILLING FOR THIS WORK
TO BE INCLUDED IN THE UNIT PRICE BID FOR
PAVEMENT REINFORCING FABRIC.

PAVEMENT REINFORCEMENT DETAIL

24
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NOTES:

I. FOR SLOPE HEIGHTS LESS THAN 70 FT.BUT GREATER THAN 35 FT.A BERM
SHOULD BE CONSTRUCTED AT APPROX.Y> THE SLOPE HEIGHT.FOR SLOPE
HEIGHTS GREATER THAN 70 FT.CONSTRUCT A BERM EVERYr 35 FT.

2. THE BERM SHOULD BE SLOPED TO DRAIN AND SHOULD BE CONNECTED TO CONCRETE
FLUMES TO REMOVE WATER FROM THE SLOPE.

3. A DRAINAGE DITCH SHOULD BE CONSTRUCTED AT THE TOP OF CUT SLOPES WHERE
WATER DRAINS TOWARDS THE SLOPE.

BERM DETAIL
FOR CUTS OR FILLS OVER 35 FEET
NTS

STATE OF GEORGIA

A ARCADIS

Design & Col

for natural a

built assets

nsultancy
nd

NO SCALE

REVISION DATES
DEPARTMENT OF TRANSPORTATION

OFFICE: INNOVATIVE DELIVERY

RELEASE
FOR CONSTRUCTION
07/27/2016

TYPICAL SECTIONS

PROJECT: 1-85 NORTH EXPRESS LANE EXTENSION ORAWNG No-
COUNTY : GWINNETT B 15




